Features
Ultra Micro |50 Autbbmotive relay.
High Rating up to 204,
High Temparature withstand up 1o 125°C ambiant.
Ganaral Pumpose for Automotive applications.
Comply with RoHS-Directve 200205EC, and ELV-
Directive 2000/53/EC.

Type List
Contact | Dasignation Enclosure style
Terminal styla X )
form (provided with) Flux fight Sealed typs washable
—_ H03-1AHC 303-1AH-5
Sacket terminal [5:,’?40] Resstor 303 1AH-C-R1 03-1AH-SR1
Dioda 303-1AH-C-D1 303-1AH-5-D1
Ordering Information
303 - 1A H - € - Rt
1 2 3 4 5
1. 303 -- Basic senes dasignation 5. Blank -- Standard typa
R1 - Coil parallel with 1/2W resistor for
2. 1A -- Single pole nomally open 12V 1KLL, 24V 4.3K0Q
D1 - Coil parallel with diode IN40OT the
i H -- Contact material AgSn0 positive pole on # 85 terminal
4 C == Flux tight
] -- Sealad type washabla
Contact Rating
Resistive 204 14VDC, 10A2BVDC, 100K ops.
Maotor 164 14VDC Inrush B0A © ON 2s / OFF b5, -30--+B0°C, 300K ops.
Lamp 164 14VDC Inrush B0A - ON 3s / OFF 3s, -30~-+1007C, 100K ops.
Coil Rating (DC)
Rated | Rated cument | Coil resistance |Max confnuous | Pickup Dropout | Power consumpfion
Voltage [£10 % at23°C [+10 % at23°C witage | voltage(Max) | voltage(Min) atraied
] {ma) [ atB5°C at23°c at23°c voltage
12 &0 150 133 %oof 60 % of B % of
4 40 G00 rated raed rated approx. 0.95W
woltage valtage voltage




Specification

Contact material
Contact valtage drop 7
Oparata timea !
Release time 7
Insulation resistance {7

Dislactric strangth
Vibrafion resisance
Shock resistance

Life expectancy

Operating ambiant Eemparature
Weight

AgSn0 alloy

Typ. 50mV at 104

10 ms Max.

10 ms Max.

20 M2 Min, (DC 500V)

Betwean opan contact + AC 500V, 50/60Hz 1 min.
Between contactand coil  : AC 500V, 50/60Hz 1 min.
Operating extremas | 10~500Hz , 5.0G

Damage limits 10~500Hz , 5.0G

Operating extremas | 10G

Damage limits 100G

Mechanical ;:;?Ji:;:lg;?ohz;abnyhn

40 ~+125°C (no freszing)

Approx. 20 g

Naota - (1) inifial value

Outline Dimensions

Wiring Diagram
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